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Note:

ORANGE, OR FLUORESCENT RED-ORANGE

ULTRA VIOLET STABILIZED
IMPACT RESISTANT PLASTIC

CIRCUMFERENTIAL
ALTERNATE ORANGE & WHITE

TOP

450mm MIN. TO 600mm MAX.

DIAMETER

BASE DIAMETER

le >l
l NOT TO EXCEED ’

RETROREFLECTIVE STRIPES,
3 ORANGE & 2 WHITE MINIMUM
COVERING ENTIRE OUTSIDE

.
—
.

!

150mm TO 200mm STRIPES

TYPICAL

#

'

50mm MAX. TYPICAL

- o
Y

900mm
MINIMUM

535mm MIN. TO 610mm MAX. DIAMETER

GENERAL NOTES

-BALLASTING SHALL BE ACHIEVED BY THE SAND BAG, TIRE-SIDEWALL BALLAST, OR PREFORMED WEIGHTED BASE BALLASTING
METHODS. DO NOT PLACE BALLAST ON TOP OF THE DRUM, NOR AS TO PRESENT A HAZARD WHEN STRUCK.

-IF NECESSARY PLACE THE NAME OF THE AGENCY, CONTRACTOR, OR SUPPLIER ON NON-RETROREFLECTIVE DRUM SURFACES.
SHOW THE LETTERS AND NUMBERS USING A NON-RETROREFLECTIVE COLOR AND NOT OVER 50mm IN HEIGHT.

This drawing is dimensioned in
millimeters unless otherwise
depicted within the drawing.
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